IN IP Traffic -Test & Measure

Version 2.3

Traffic Generator and Measurement Tool for Wired,
Wireless, Satellite, PLC or Mobile IP Networks

:éj GPS satellites

IP Traffic — Test & Measure

IP Traffic — Test & Measure

IP generator

IP generator —_—

IP answering —
—|ZClock ]

IP answering

.

IP Traffic — Test & Measure

Read Me First

ZTI - 1, Boulevard d'Armor - BP 20254 - 22302 Lannion Cedex - France
Phone: +33 2 96 48 43 43 Fax: +33 2 96 48 14 85
Email: contact@zti-telecom.com or contact@zti.fr - Web: ww.zti-telecom.com or www.zti.fr



Read Me First IP Traffic — Test & Measure

Table of Contents

Part1: Install and Uninstall “IP Traffic - Test & Measure”..........ccccccvrrrrrrennennnnnnnnns 3
1.1. Install “IP Traffic - Test & Measure” from a downloaded trial version................... 4
1.2. Install “IP Traffic - Test & Measure” from the CD-ROM ..............ccoiiiiiiiiniiennnn, 7
1.3.  Uninstall “IP Traffic - Test & MeasUre”.............cuuuuimuumeimmeiiiiiiiiiiiieiniienenennennens 10

Part2: License Configuration and License Transfers .......cccccccuuccciiiiiiiinnecnnnnnnnn, 11
2.1, Toconfigure @ liCENSE.........oovuiiiiie e 11
2.2, License TransSfers ... 13

2.2.1 Direct Transfer: move the license from one local directory to another........ 14
2.2.2  Transfer by media (floppy disk or USB key) between 2 PCs....................... 15
2.3, Kill @ HCBNSE ...t e e eeeeeas 21

Part 3: Launch “IP Traffic — Test & Measure” .......ccccoevirreiiireirieeireensreensseennseee 22

Part4: What's new in "IP Traffic — Test & Measure" version 2.3 ...........ccceeeueeeeee 23
4.1. Extensions and corrections included in the version 2.3 ............ccccoeeiiiiiiiieeinnnnnn. 23
4.2. Upgrading from ‘IP Traffic - Test & Measure’ version 2.2 .............ccccceeevvvvennnnnn. 24
4.3. Upgrading from ‘IP Traffic - Test & Measure’ version 2.1 ..........ccccoeeeeeiivveiinnnnnn. 24
4.4. Upgrading from ‘IP Traffic - Test & Measure’ version 2.0 .............cccceeevvvvvennnnnn. 25
4.5. Upgrading from versions 1 (including version 1.3)............uuuuviiiiiiiiiiiiiiiiiiiiieeeeee. 25
4.6. Acrobat Reader version compatibility .............ccooviiiiiiiiiiii 26

© ZTIl, 2000-2005 Page 2/26



Read Me First IP Traffic — Test & Measure

Part 1 : Install and Uninstall “IP Traffic - Test & Measure”

To install this software testing tool, you need a PC with at least a 1024 x 768 display
screen resolution and Windows 98, 2000 or XP.

Note: the “IP Traffic — Test & Measure” software is also named “IP Traffic” in this
document.

A * To run "IP Traffic — Test & Measure" your computer’s screen resolution must be
configured on 1024 X 768 (at least). Please note that you should mask the task
bar in a 1024x768 screen resolution, so you could have an optimal view of the
software interface.

* For Windows 2000 and XP you must be logged on with administrator privileges.

p It is advisable to first close anti-virus application before installing this software.

The “IP Traffic — Test & Measure” software is configured by default with a 15-days limited
license. When the time limit expires, “IP Traffic - Test & Measure” will cease to run. See
part 2 below for more information about the license program.

The installation procedure is a standard installation program for Windows 98, 2000 and
XP.
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1.1. Install “IP Traffic - Test & Measure” from a downloaded trial version

A The installation procedure under Windows 2000 or XP requires to be

logged on with administrator privileges.

The installation procedure is a standard installation program.

Please note that the install procedure of the "IP Traffic - Test & Measure" software will be
different in the last part, depending on the target Operating System: Windows 98 or
Windows 2000 / XP.

If you have downloaded the “IP Traffic — Test & Measure” software trial version
from our website, you have downloaded the file “Setup_IPTraffic.zip” that includes
the documentation and the file “Setup_IPTraffic.exe”.

Run “Setup IPTraffic.exe” and follow the “IP Traffic - Test & Measure” setup
instructions to proceed with the installation.

By default, the “IP Traffic - Test & Measure” software will be installed in the
following directory (C: is used as example):
C:\Program Files\IP Traffic with the following subdirectories:
C:\Program Files\IP Traffic
C:\Program Files\IP Traffic\Samples
C:\Program Files\IP Traffic\Samples\DataFile (for the IP Generator)
C:\Program Files\IP Traffic\Samples\User_DLL (for the IP Generator)

The following step of the installation procedure depends on the target Operating
System (Windows 98 or Windows 2000/XP). Follow the instructions relating to your
Operating System in the table below:

Windows 98 install Windows 2000/XP install
Just before the end of the installation, The installation procedure automatically
the WinPcap Setup Program is installs the packet capture driver named
automatically launched in order to install ‘znpf.sys‘ on your system in the ‘IP Traffic’

the packet capture driver used by “IP directory.
Traffic - Test & Measure”.

You will find below the different windows need to reboot your computer to consider
displayed by WinPcap 3.0 during the changes.

install procedure.

Once the install procedure of WinPcap is
finished, you can end the “IP Traffic -
Test & Measure” installation procedure.
You must then reboot your PC.

When the installation is finished, you don’t

Start Menu shortcuts created:
Start > Programs > IP Traffic

IP Traffic — User Guide

Automation Tool — User Guide

Read Me First

License help

Uninstall IP Traffic

IP Traffic — Test & Measure (click to run the “IP Traffic” software)
Automation Tool for ‘IP Traffic — Test & Measure’

4$443448048433038
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With the “IP Traffic - Test & Measure” trial version, when you launch “IP Traffic - Test & Measure”

for the first time, a message is displayed showing remaining days of use (for example, 15 days
left out of 15 in the following example):

ays left out of

Press <Ente_r> -tu cc_mﬁ_gure your license.
Please refer to the third paragraph to configure your license.

Automatic install of the packet capture driver by WinPcap for Windows 98

Note: The WinPcap program includes software developed by the Polytecnico di Torino and its
contributors.

[ﬁ' WG s O S E T a1
Welcome to the Installation Wizard

Thiz wizard will guide you thraugh the entire WinPcap 3.0 installation.

wielcome to the WinPeap 3.0 Setup pragram. This program will inztall winPcap 3.0 on your
computer.

Itig gtrangly recommended that you exit all windows programs before running this Setup
program. Click Cancel to quit Setup and close any programs you have running. Click Mext to
cantinue with the Setup program.

WARMIMG: This program ig protected by copyright law and interational treaties.
Unautharized repraduction or distibution of this program, or any portion of it, may rezult in

severe civil and criminal penalties, and will be prosecuted to the masimum extent pozsible
under law.

’ Mext > ][ Cancel

Then press Next to continue and display the License Agreement.

[ﬁ! S gty ﬂ1
License Agreement

Please read the following license agreement carefully.

Please clozely read the following license agreement. Do pou accept all the terms of the following
license agreement?

Copyright [=] 2003

WetGroup, Politechico di Torino. &N rights reserved.

Redistribution and use in source and binary forms, with or without modification, are
permitted provided that the following conditions are met;

Redistibutions of sowrce code must retain the above copyright notice, this list of
conditions and the following disclaimer.

Redistibutions in binary form must reproduce the above copuright notice,  this list of
conditions and the follawing dizclaimer in the documentation and/or other materials provided
with the distribution.

Meither the name of the "Politechico di Toring” nor the names of its contributors may be
i J I I S Y e o

T S e TR R

‘ez, | agree with all the terms of thiz license agreement

< Back ” M ext > ][ Cancel

© ZTIl, 2000-2005 Page 5/26



Read Me First IP Traffic — Test & Measure

Once you have checked "Yes, | agree with all the terms of this license agreement”, then press Next
to continue.

o Winbcapstiserop, ﬂ‘
Readme Information

Fleaze read the follawing information about the ‘WinPoap 3.0 carsfully.

Impartant information about ‘WinPeap 3.0,

If an old version of ‘WinPcap was alieady present on the spstem, it is strongly recommended to
reboot the spstem.

Pleaze wisit the WinPcap home page hitp: /Awinpeap. polito.it far information and updates.

MNext » l ’ Cancel

Press Next to continue.

i3 WG st s e Ly ﬂ‘
Installation Complete

The Installation Wizard has successfully installed WinPcap 3.0.

WinPcap 3.0 has been successfully installed.

Presz the 0K, button to exit Setup program.
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1.2. Install “IP Traffic - Test & Measure” from the CD-ROM

& The installation procedure under Windows 2000 or XP requires to be

logged on with administrator privileges.

The installation procedure is a standard installation program.

Please note that the install procedure of the "IP Traffic - Test & Measure" software will be
different in the last part, depending on the target Operating System: Windows 98 or
Windows 2000 / XP.

First, insert the «IP Traffic - Test & Measure» CD-ROM on disk drive.
Click on “Start”, “Execute” and type “CD-ROM unit>:\Setup |IPTraffic.exe”
Follow the “IP Traffic - Test & Measure” setup instructions to proceed with the
installation.
By default, the “IP Traffic - Test & Measure” software will be installed in the
following directory (C: is used as example):
C:\Program Files\IP Traffic with the following subdirectories:
C:\Program Files\IP Traffic
C:\Program Files\IP Traffic\Samples
C:\Program Files\IP Traffic\Samples\DataFile (for the IP generator)
C:\Program Files\IP Traffic\Samples\User_DLL (for the IP generator)

The following step of the installation procedure depends on the target Operating
System (Windows 98 or Windows 2000/XP). Follow the instructions relating to your
Operating System in the table below:

Windows 98 install Windows 2000/XP install

Just before the end of the installation,
the WinPcap Setup Program s
automatically launched in order to
install the packet capture driver used
by “IP Traffic - Test & Measure”.

You will find below the different
windows displayed by WinPcap 3.0
during the install procedure.

Once the install procedure of
WinPcap is finished, you can end the
“IP Traffic - Test & Measure”
installation procedure.

You must then reboot your PC.

The installation procedure automatically
installs the packet capture driver named
‘znpf.sys' on your system in the ‘IP
Traffic’ directory.

When the installation is finished, you
don’t need to reboot your computer to
consider changes.
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Start Menu shortcuts created:

Start > Programs > IP Traffic
= |IP Traffic — User Guide
= Automation Tool — User Guide
= Read Me First
= License help
= Uninstall IP Traffic
= IP Traffic — Test & Measure (click to run the “IP Traffic” software)
= Automation Tool for ‘IP Traffic — Test & Measure’

When you launch “IP Traffic - Test & Measure” for the first time, a message is displayed showing
remaining days of use, even if you have bought an unlimited license (for example, 15 days left out
of 15 in the following example):

ws left outof 15

Press <Enter:> to configure your license.

Please refer to the third paragraph to configure your unlimited license.

Automatic install of the packet capture driver by WinPcap for Windows 98

Note: The WinPcap program includes software developed by the Polytecnico di Torino and its
contributors.

5! WM ey U s=iny ﬂ‘
YWelcome to the Installation Wizard

Thig waizard will guide you through the entire WinPcap 2.0 installation,

Welcome to the WinPcap 3.0 Setup program. This pragrarm will install WinPcap 3.0 ot your
compLter.

Itiz strongly recommended that you exit all Windows pragrams befare running this Setup
program. Click Cancel to quit Setup and close any programs you have running. Click Next to
continue with the Setup program.

WARMIMG: Thiz program iz protected by copyright law and international treaties,
Unauthonized reproduction or digtribution of thig program, or any portion of it, may result in

zevere civil and criminal penalties, and will be progecuted to the mazimum extent possible
under law.

[ MHext » ][ Cancel

Then press Next to continue and display the License Agreement.
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r -
|ﬁ! Winkcap asisely \3
License Agreement

Pleaze read the following license agreement carefully,

Pleaze clozely read the following license agreement. Do wou accept all the terms of the following
license agreement?

Copyright (2] 2003

MetGraup, Politechica di Tarina. Al rights reserved.

Redistibution and uze in zource and binary forms, with or without modification, are
permitted provided that the following conditions are met;

Redistibutions of zource code must retain the above copenight notice,  this list of
conditions and the following disclaimer.
Redistibutions in binary form must reproduce the above copyright notice, this ligt of
conditions and the following disclaimer in the documentation and/or ather materials provided
with the distribution.
Meither the name of the "Politechico di Toring™ nor the names of its contributors may be

e dalax R o [P

U R T PR S S T S o oot o

Yesz, | agree with all the terms of thiz license agreement

[ < Back ][ et > ][ Cancel ]

Once you have checked "Yes, | agree with all the terms of this license agreement”, then press Next
to continue.

-

-
|ﬁ';3r' WinEeapes s erny ﬂ
Readme Information

Flease read the following information about the WinPcap 3.0 carefully.

Impartant infarmation about *WinPoap 3.0

If an old wersion of WinPcap was already present on the system, it is strongly recommended to
reboot the spstem.

Fleage wigit the YWinPcap home page hitp: /Awinpoap. polito.it for information and updates.,

Mest > l [ Cancel

Press Next to continue.
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[ —
|ﬁ! RS et iy \_3
Installation Complete

The Installation wWizard has successfully installed WinPoap 3.0

‘winPcap 2.0 has been successfully installed.

Press the OK button to exit Setup program.

1.3. Uninstall “IP Traffic - Test & Measure”

The uninstall procedure is a standard uninstall program.
In the “Start > Programs > IP Traffic” Menu, select “Uninstall IP Traffic”.

Windows 98 uninstall Windows 2000/XP uninstall
Then delete all remaining files in the |Then delete all remaining files in the
directory "C:\Program Files\IP Traffic". directory "C:\Program Files\IP Traffic".

To uninstall the packet capture driver
installed by the WinPcap Setup
program, select the ‘Add/Remove
programs’ icon of the “Control Panel’
and then uninstall the "WinPcap 3.0"
program.

Then reboot your PC.
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Part 2 : License Configuration and License Transfers
2.1. To configure a license

Note: This software is licensed on a per workstation basis. You will need to have a
separate license for each machine that you install it on. Each licensed copy of the
software installed on a system has a unique Site Code which requires the corresponding
unique Site Key to be entered before the tool is operational (except for a trial version: a
duration of 15 days is automatically enabled at the first installation of the software. If you
try to install again the software, the license program disables the trial period).

If you wish to configure your license before trial period end, please press Enter when the
following message is displayed:

paRY

14 days left out of 15

Press <Enter> to configure your license.
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Therefore, you will obtain the license configuration dialog as follows:

|3 | T raaffie 2yia Cupfigiraiiogg _J |L.a1

Program  License Help

Z 5 s o ) o 915

Site Code: DFCY 39E0 3538 E2E7 C2

Site Keyw: ||

To authorize this program for this site, send your name, site
code, company name and e-rmail to;

21l

phone; +33 2 95 48 43 43

fax: +33 2954314 85
e-mail; contact@@zti-telecom.com

To move a license to another directory or computer, you can use the
"Licenze" menu at the top of this dislog.

Yo can bring up this configuration dialog when the program starts by

&' At the end of the trial period when you launch “IP Traffic — Test & Measure”, the

same license configuration dialog appears, with a specific mention instead of the
remaining days of use: “Program not authorized”.

| & |Uirafile - Leagss Gy U fIg g \_J |j1

Program License Help

Z Pragram nat autharized

Site Code: D3EE F309 357C 5345 A1

Site Kew |

Ta autharize this program for this site, send your name, site
code, company name and e-mail to;

il

phone: +33 2 96 43 43 43

fax: +33 296 43 14 85
e-mail. contacti@zti-telecom.com

To move a license to anather directary or computer, you can use the
"License" menu at the top of this dislog.

You can bring up this configuration dialog when the program starts by
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To get the ‘Site Key’ and obtain an unlimited version, please send your name, ‘Site Code’
(specific to your installation), company name, e-mail and preferred method of payment (if
you haven’'t bought the “IP Traffic — Test & Measure” software yet) to: contact@zti-
telecom.com or contact@zti.fr .

We will send you your ‘Site Key’ once we receive the payment.

If you have already bought the license, please email your Site Code and we will email you
back the Site Key.
After you have entered your Site Key, you get the following message:

. N |
Copzrei oz ﬂ

Press QK to continue or Cancel if wou wank to run your software later,

K, | annuler

\ir) You are now licensed ko run this software,

You will see the following dialog when you launch “IP Traffic — Test & Measure” if you
have an unlimited license:

Unlimited license
Press <Enter> to configure your license.

2.2. License Transfers

A license transfer is not a duplication of any type.
A Please contact ZTI or your authorized distributor for site license information
and for several licenses purchase.

Licenses can be transferred using one of the following methods:

= Direct transfer: move the license to another directory on the same PC or between
two networked PCs.

= Transfer by media: move the license from a source PC to a target PC by using a
floppy disk or USB key.

Important note: Be careful when using USB keys in particular with a Windows 2000
system. When you unplug the USB key, you should use, before any removing of the USB
key, the Unplug/Eject system by clicking on the Unplug/Eject icon present on the systray
bar (placed on the bottom right corner of your screen). A “hot unplug” is unsafe and can
damage all data contained on the USB key.
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2.2.1 Direct Transfer: move the license from one local directory to another

This transfer mechanism must be used to move a license in two cases:
= from a source to a target directory of the same PC
= from a source to a target directory of networked PCs

e First, copy the program (copy the folder “IP Traffic — Test & Measure”) to the target

directory.
For example from “C:\Program Files\IP Traffic” to “C:\Temp\IP Traffic”

e Then run the program in the original directory (from “C:\Program Files\IP Traffic*). When
the license configuration window appears, press Enter and select in the menu
“License > Transfer to directory ...”, as shown below:

| & Uil - Liesiss Cunflguraiiugg __J |L3]

Program Help

S Transfer out ko another camputer, ..

. L Walidate
¢ FKillicense

To authorize this prograrm for this site, send your name, site
code, company name and e-mail to;

LTl

phone: +33 296 48 43 43

fa: +33 296 43 14 85

e-mail. contact@@zti-telecom.com

To move a license to another directory or computer, you can use the
"Licenze" menu at the top of this dialog.

Yau can bring up this configuration dialog when the program starts by

e Provide the path name of the target program (for example C:\Program Files\IP
Traffic\IPTraff.exe).
The program copy now has the license awarded the original.
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2.2.2 Transfer by media (floppy disk or USB key) between 2 PCs

This mode is used to transfer the license from the source PC (PC #1) to the target PC
(PC #2), proceed as described in the following points.

,Q A floppy disk or USB key is needed for this kind of transfer.

Point 1: First install the program on the target PC (PC # 2).

Point 2: Run the software on PC # 2 and kill the trial license in order to have an
unauthorized license on this PC.

You need to kill the license if the "Transfer in from another computer ...
license menu is disabled.

item of the

To kill the license, please proceed as follows.
When the license configuration window appears, press Enter and select in the menu
“License > Kill license”.

| & |UTrafile - Lissyiss Cunfigursiugg __J |L3]

Praogram Help

Z Transfer to directary, ., l

s Transfer ouk ko another computer, ..

u
C

To autharize this program for this site, send your name, site
code, company name and e-mail to:

1l

phone: +33 2 95 458 43 43

fax: +33 2 96 48 14 85

e-mail: contact@zti-telecom. com

To move a license to anather directary or computer, you can use the
"Licenze" menu at the top of this dislog.

“ou can bring up this configuration dialog when the program starts by

A message box appears, press ‘Yes’ to kill the license.

Kallibicence ]

. ?f/ Are you sure you want to delete pour curent license?

Warning

After deleting vour licenze, you will need to purchase a new licenze ta
continue uzing thiz progran.

Tes | | Mo |
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And a kill confirmation code is displayed.

falliiicenee x|

r'our kill confirmation code is:

|EEEH BEAF 7462 SECE 9BFI B475 D1

'ou should write down thig number in case you need to
prove that the license was actually deleted.

The license window displays now "Program not authorized" as following:

| & |Ufraifile - Lesgss Cupnflguraiiugg _J |L31

Program License Help

Z Program not authorized

Site Code: D3EE F303 357C 5345 A1

Site Keyw: |

Ta autharize this program for this site, send your name, site
code, company name and e-mail to;

Il

phone: +33 2 96 438 43 43

fax: +33 296 43 14 85
e-mail. contacti@zti-telecom.com

To move a license to anather directary or computer, you can use the
"Licenze" menu st the top of this dialog.

You can bring up this configuration dialog when the program starts by
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Point 3: select in the license menu, the item: “License > Transfer in from another
computer ...”

& |UTrafile - Lissyiss Cunfigursiugg a Imi
Praogram Im Help

Z

Sil

Transfer in From another compuker, ..

Walidate

=

To autharize this program for this site, send your name, site
code, company name and e-mail to:

Al

phone: +33 2 598 458 45 43

fax: +33 2 96 43 14 85

e-mail: contactif@zti-telecom. com

To move a license to anather directary or computer, you can use the
"Licenze" menu at the top of this dislog.

B T

“ou can bring up this configuration dialog when the program starts by

and the "Transfer License In (Step 1 of 3)" window is displayed:

F'J'rum:far Licapsaln (Gizp ]l uf ) mi

Tranzfer In enables vou to transfer a licenze to this program from
a licensed copy an anather computer.

For thiz process wou will need 1 floppy digk and access to a
licenzed copy of thiz program on another computer.

Inzert a floppy digk into your computer's “A" drive and press
"Mest'" at the battom of thiz dialog bos,

If your are wzing a drive other than drive 4", enter itz path here:

|.-’-'-.:'x Browse. .. |

Mext > | Cancel |
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Point 4: Insert a floppy disk or use a USB key as requested in step 1 of 3 and specify the

path.
Then press “Next >” and the "Transfer License In (Step 2 of 3)" window is displayed:

£ s ha R S
Tragaizr Dieanga iy [Hizn 2af i) mi

Mo the license needs to be copied to the floppy disk:

1. Remove the floppy disk and take it to the computer with
the licensed copy of thiz program.

2. Run the licensed copy of this program and select
"Trangfer Out''.

3. Bring the digk back to this computer and press "Mext™.

If there iz a zignificant delap between transfers [for example, pou
are moving a license from your work, computer to your home
computer], you can suspend the trangfer process and continue
later :

Continue Transfer Later |

| Mext > | Cancel |

Point 5: go to the source PC (PC #1) and insert the media (floppy disk or USB key). Then
start the program on PC #1. When the license configuration window appears, press Enter
and select in the menu “License > Transfer out to another computer ...” as shown below:

& |UTrafiie - Lied s Cunflguraiiogg Lj __! a‘
Program Im Help

Z Transfer to directory...

gil Transfer ouk to anokther computer, ..

o Walidate
¢ FKilllicense

To authorize this program for this site, send your name, site
code, company name and e-mail to;

LTl

phone: +33 296 48 43 43

fau: +33 296 45 14 85

e-mail. contact@@zti-telecam.com

To move a license to another directory or computer, you can use the
"License" menu &t the top of this dialog.

(< om0

You can bring up this configuration dialog when the program starts by
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Then the following window is displayed:

Trasiar Lleansa Oy [Gizn] of 2] ﬂ

Tranzfer Out enables vou to transfer a license from thiz program
ko an urlicensed copy an anather cormputer.

To begin, run the unlicensed copy on the remote computer,
zelect "'Transfer License In"', and follow the instructions on the

ICTEEN.

“When vou are ready, inzert the tranzsfer floppy dizk into you
computer's "A" drive and press "Mest".

If your are wzing a drive other than drive 4", enter itz path here:

A, Browse... |

| Mext > | Cancel |

Input the media path (floppy disk or USB key) and then press "Next >".

When the license is put on the media, you get the “Program not authorized” message:

& |UTraffle - Liesyss Copiflgliraiiog J _] ﬂ

Program License Help

Z Frogram naot authorized

Site Code: D3EE F309 357C 5345 A1

Site Kew: |

To authotize this program for this site, send your name, site [
code, company name and e-rmail to: 1

il

phone: +33 2 95 48 43 43

fax: +33 29643 14 85
e-rmail: contact@zti-telecom. com

To move a licenze to anather directary or computer, you can uze the
"Licenze" menu at the top of this dislog.

“ou can bring up this configuration dialog when the program starts by D

You can check that the license is no more available on the source PC since the IP Traffic — Test & Measure
software license is on a per workstation basis. Contact us to get information on site license (contact@zti.fr
or contact@zti-telecom.com).

Point 6: Remove the media from PC #1 and return to PC #2.
Click the 'Next' button on the step 2 of 3 of the “Transfer license in” window (on PC #2) to

complete the transfer.
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The unlimited license key is now transferred from the source PC to the target PC, and
you get the following message:

r'frﬂu:far Llesppsz [ s uf o m—i

Congratulations!

The licenze has beeh successfully transfered.

Preszz "Finizh'' to continue.

Fimzh

Click Finish to continue.

© ZTI, 2000-2005 Page 20/26



Read Me First IP Traffic — Test & Measure

2.3. Kill alicense

If you would like to transfer an unlimited license key onto a PC where a trial period is still
active, you should first kill the active trial period. If you don’t kill the active trial period, you
will not be able to transfer an unlimited license.
To kill the trial license, you should proceed as follows:
¢ On the license configuration window, select in the menu “License > Kill License” as
shown below. A message box appears, press OK.

| & | raifile - Liesgss Cunfigiraiiug ] |d]

Program Help

Z Transfer to directory, .. l
s Transfer ouk ko another computer, .

u
C

Ta autharize this program for this site, send your name, site
code, company name and e-mail to:

Al

phone: +33 2 96 48 43 43

fax: +33 2 96 43 14 85

e-mail: contactif@zti-telecom. com

To move a license to anather directary or computer, you can use the
"Licenze" menu at the top of this dislog.

“ou can bring up this configuration dialog when the program startz by

Kallibicence l

9

. ..J/’ Are pou sure you want to delete pour current licenze?

Warning

After deleting vour licenze, you will need to purchase a new license o
continue using this program.

e | | i [a] |

e Press 'Yes' and then your license is now killed.
Please, write down the kill confirmation code. This code may be requested by ZTI.

Kallibcense x|

'our kill confirmation code ig:

|EEEH BBAF 7463 S9ECS 3BFI B475 D1

r'ou ghould write down this number in case you need to
prove that the licenze waz actually deleted.
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Part 3 : Launch “IP Traffic — Test & Measure”

In the ‘Start > programs > IP Traffic’ Menu, select “IP Traffic’ and click. The software is

launched.

Step 1: depending of your license, you will get the following license window:

Time limited license

Unlimited license

paRY

15 days leftout of 145

Press <Enter= to configure your license.

paRY,

Lnlimited license
Press <Enter= to configure your license.

Press Enter only if you need to configure your license, else do nothing.

Step 2: depending of the operating system, you will get the following window

Windows 98

Windows 2000/XP

You must select the adapter needed to
send and receive the IP traffic.

]|

IP Traffic - Adapter Selection

Lizt of avalable adapter(z]

ACom EtherLink PCI

Select the adapter to uze and click ‘0K
or 'Cancel to stop [P Traffic

Cancel |

For example, select the 3Com Ethernet
adapter in this laptop configuration and
then press OK.

After a while due to initialisations, the "IP
Traffic - Test & Measure" main window is
displayed.

After few seconds due to initialisations, the
"IP Traffic - Test & Measure" main window
is displayed.
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Part 4 : What’s new in "IP Traffic — Test & Measure" version 2.3

This part is a general overview of new features, main corrections, provided with ‘IP Traffic
- Test & Measure’ version 2.3 and important information to upgrade from previous
versions.

Details regarding features and corrections included in versions of ‘IP Traffic - Test &
Measure’ can be found in the file version.txt. This file has been copied in the installation
directory (C:\Program Files\IP Traffic).

The upgrade process depends on the current version installed. Upgrading from version
2.0 and higher is nearly transparent to the user. The upgrade from earlier versions needs
the current version to be uninstalled before upgrading. Tips are included in paragraphs
4.2,4.3, 4.4 and 4.5 respectively.

4.1. Extensions and corrections included in the version 2.3
Main extensions and corrections are:

e Adding mean jitter statistic for the Off-line Analysis (for Connections synthesis)...

e Adding network interface selection (for the “IP Generator” and “IP Answering”
parts) and local source port definition (“IP Generator” part).

e |ICMP is now present for each “IP Generator’ connection (for PING queries
simulation).

e New statistics are now available (as packet throughput, jitter ...). Moreover, the
user can select the statistics to display in the “IP Generator — Traffic + Statistics”
tab or in the “IP Answering — Parameters + Statistics” tab.

e Adding new commands for the “Automation Tool for IP Traffic" (interface selection,
statistic columns selection, ...)

e The TCP/IP stack parameters can be configuring using the IP Traffic Configuration
windows (in order to activate SACKS option or to specify high TCP Window Size)
to high-delay or low-bandwidth networks (for example a satellite link).

e Improvement in the Traffic Generator : Mean Packet Throughput (only for the UDP
connection) and TTL option are now available

e The IP Traffic driver, used to sniff the traffic, is now able to capture traffic
simultaneously on multiple network interfaces and to show the Traffic Observer
statistics from any network interface (this feature is only available with Windows
2000/XP systems).

o “IP Traffic — Test & Measure” can be now working on multiprocessors systems and
on enabled hyperthreading systems
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e Adding a tool to convert the IP Traffic Sniffed Traffic files to Ethereal format files.

e Contexts created with versions 2.1 and higher are reused automatically. When
saved, they get the new 2.3 context file format.

4.2. Upgrading from ‘IP Traffic - Test & Measure’ version 2.2

There is no need to uninstall ‘IP Traffic - Test & Measure’ version 2.2 before upgrading to
version 2.3. The installation procedure checks if a previous version of ‘IP Traffic - Test &
Measure’ was installed. When the version 2.2 is found, it updates automatically the ‘IP
Traffic - Test & Measure’ components.

Installation of the ‘IP Traffic - Test & Measure’ version 2.3 over the ‘IP Traffic - Test &
Measure’ version 2.2 replaces the IPTraff.exe application and the Itsnif.sys driver by the
znpf.sys driver where they have been installed. The old help file named
‘User Guide IP Traffic V2.2.pdf’" is replaced by the ‘User Guide IP Traffic V2.3.pdf’ file.
The registry content is extended with new parameters needed by the help mechanism
and the “Automation Tool for IP Traffic”. Finally, the DLL file “packet.dll” is replaced by a
new version including ZTI extensions(only for Windows 2000/XP systems).

The license scheme is retained during the upgrade process. If an unlimited license was
available, the ‘IP Traffic - Test & Measure’ version 2.3 is ready to be used unlimited. If the
trial version was used, the number of remaining days isn’t changed: it will continue to
decrease up to the final date.

Acrobat Reader is needed with ‘IP Traffic - Test & Measure’ version 2.3: see ‘paragraph
4.6 Acrobat Reader version compatibility’ for more details.

4.3. Upgrading from ‘IP Traffic - Test & Measure’ version 2.1

There is no need to uninstall ‘IP Traffic - Test & Measure’ version 2.1 before upgrading to
version 2.3. The installation procedure checks if a previous version of ‘IP Traffic - Test &
Measure’ was installed. When the version 2.1 is found, it updates automatically the ‘IP
Traffic - Test & Measure’ components.

Installation of the ‘IP Traffic - Test & Measure’ version 2.3 over the ‘IP Traffic - Test &
Measure’ version 2.1 replaces the IPTraff.exe application and the Itsnif.sys driver by the
znpf.sys driver where they have been installed. The old help file named
‘User Guide IP Traffic V2.1.pdf" is replaced by the ‘User Guide IP Traffic V2.3.pdf file.
The registry content is extended with new parameters needed by the help mechanism
and the “Automation Tool for IP Traffic”. Finally, the DLL file “packet.dll” is replaced by a
new version including ZTI extensions (only for Windows 2000/XP systems).

The license scheme is retained during the upgrade process. If an unlimited license was
available, the ‘IP Traffic - Test & Measure’ version 2.3 is ready to be used unlimited. If the
trial version was used, the number of remaining days isn’t changed: it will continue to
decrease up to the final date.

Acrobat Reader is needed with ‘IP Traffic - Test & Measure’ version 2.3: see ‘paragraph
4.6 Acrobat Reader version compatibility’ for more details.
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4.4. Upgrading from ‘IP Traffic - Test & Measure’ version 2.0

There is no need to uninstall ‘IP Traffic - Test & Measure’ version 2.0 before upgrading to
version 2.3. The installation procedure checks if a previous version of ‘IP Traffic - Test &
Measure’ was installed. When the version 2.0 is found, it updates automatically the ‘IP
Traffic - Test & Measure’ components.

Installation of the ‘IP Traffic - Test & Measure’ version 2.3 over the ‘IP Traffic - Test &
Measure’ version 2.0 replaces the IPTraff.exe application and the Itsnif.sys driver by the
znpf.sys driver where they have been installed. The old help file named IPTraffic.chm is
replaced by the ‘User Guide IP Traffic V2.3.pdf file. The registry content is extended with
new parameters needed by the help mechanism. Finally, the DLL file “packet.dll” is
replaced by a new version including ZTI extensions (only for Windows 2000/XP systems).

The license scheme is retained during the upgrade process. If an unlimited license was
available, the ‘IP Traffic - Test & Measure’ version 2.3 is ready to be used unlimited. If the
trial version was used, the number of remaining days isn’'t changed: it will continue to
decrease up to the final date.

Acrobat Reader is needed with ‘IP Traffic - Test & Measure’ version 2.3: see ‘paragraph
4.6 Acrobat Reader version compatibility’ for more details.

4.5. Upgrading from versions 1 (including version 1.3)

An upgrade from ‘IP Traffic - Test & Measure’ versions earlier that version 2.0 needs to
uninstall the current version before upgrading to ‘IP Traffic - Test & Measure’ version 2.3.
Due to changes in the license scheme introduced with version 2.0, the reinstallation will
not keep the unlimited license information. You should contact ZT| (contact@zti-
telecom.com) to get back a new unlimited license number when upgrading to version 2.3
with the new site code. Finally, the DLL file “packet.dll” is replaced by a new version
including ZTI extensions (only for Windows 2000/XP systems).

Context files from version 1.3 and earlier are not compatible with the version 2.3. There is
no converter tool to translate versions 1’s context files into version 2.3.

The ‘IP Traffic - Test & Measure’ version 2.3 in trial mode can still be used 15 days even
if the trial version 1.3 was installed before.

Acrobat Reader is needed with ‘IP Traffic - Test & Measure’ version 2.3: see ‘paragraph
4.6 Acrobat Reader version compatibility’ for more details.
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4.6. Acrobat Reader version compatibility

To access ‘IP Traffic — Test & Measure’ version 2.3 help, the Acrobat Reader should be
installed.

Acrobat Reader can be found on the CD-ROM of “IP Traffic - Test & Measure”. If Acrobat
Reader has been installed previously, it can be used by ‘IP Traffic - Test & Measure’.
Tests of English Acrobat Reader versions from version 4.01 to version 7.0 have been
tested successfully.

If you have another version of Acrobat Reader already installed, you can check its
compatibility with the file ‘User Guide IP Traffic V2.3.pdf’ or this current Read Me First
file. If this file can be displayed by the version of Acrobat Reader installed, the Acrobat
Reader may be compatible with the ‘IP Traffic - Test & Measure’ help. If display fails, you
should consider migrating to the version delivered with ‘IP Traffic - Test & Measure’ or to
a version provided by adobe (www.adobe.com).
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