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PART 0 Overview
0.1 LanTraffic V2 Key Features

The LanTraffic V2 software generates traffic for IP networks by using the following
protocols: TCP (Transmission Control Protocol), UDP (User Datagram Protocol), ICMP
(Internet Control Message Protocol) or SCTP (Stream Control Transmission Protocol).

LanTraffic V2 is supported on the following platforms: Windows Vista, Windows Server
2003 (Service Pack 1), Windows XP Home or Professional, Windows 2000 Professional or
Server. It needs at least one Ethernet connection (LAN or WLAN card i.e. NIC, remote
access...).

The minimum screen resolution is 1024 x 768 and the DPI setting should be “Normal size
(96 DPI)".

LanTraffic V2 requires Acrobat Reader to display the software's Help file.

The add-on software called Automation Tool for LanTraffic V2 allows automating
operations with LanTraffic V2. For instance, you can run test campaigns automatically.

Various testing configurations can be implemented using more than two PCs. LanTraffic
V2 creates TCP or UDP (Unicast, Multicast or Broadcast) connections between PCs
through the IP network. LanTraffic V2 creates also SCTP and ICMP connections.

LanTraffic V2
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Receiver e
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The LanTraffic V2 testing tool is made of a Sender part and a Receiver part.
Local LanTraffic V2 Remote LanTraffic V2

Up.to.16.connections
Sender < Receiver
Receiver > Sender
o to 16 connections
Caption Traffic ]

Echoed traffic we—

o The Sender generates up to 16 simultaneous UDP (Unicast, Multicast or
Broadcast) and/or TCP connections and/or SCTP connections and/or ICMP
connections. The connections can be established in two different testing modes:

Unitary Mode: you can select the traffic generator data source and configure
packets size and inter packet delay for each connection. With the ICMP protocol
you can:

= ICMP Echo request packet number and content: packet generator (fixed,
randomized, alternated and increasing / decreasing).

= ICMP Echo Request data size: fixed, randomized, alternated and increasing /
decreasing.

= ICMP Echo Reply receiving timeout: fixed, randomized, alternated,
increasing / decreasing or use of a mathematical law.

LanTraffic V2 offers three different data sources:
e Automatic data generator by using mathematical laws,

e Packets generator: many parameters can be defined (number of packets to
send, inter packet delay, packet contents, ...)

e File: selection of a file to send.

= Automatic Mode: select one mathematical law for connections generating (up
to 16 connections) and starting time, and then select a second mathematical
law for data volume to be sent. This mode is available with UDP and TCP only.
With this mode, SCTP and ICMP connections can not be started.

=~ Statistics: for each connection the following statistics parameters are
displayed by the Sender and can be saved in a file:
e Sent throughput®
e Received throughput® @
e Sent packet throughput®
e Received packet throughput (®
e Sent data volume®
e Received data volume (volume of data sent by the remote) V)

e Sent packets
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e Received packets (packets sent by the remote)
o Data volume to send®
e Remaining volume (of data to send) ?
e Sequence numbering errors‘V
e RTT Mean (Round Trip Time)
o Jitter®
() These statistics are not available with SCTP protocol.

() These statistics are not available with ICMP protocol.

© ZT1 1997-2008 Page 5/35



LanTraffic V2 PART 0 Overview

o The Receiver receives traffic (up to 16 simultaneous connections) and operates
five different working modes: Absorber, Absorber File, Generator, Echoer and
Echoer File. With SCTP protocol, only the Absorber and Absorber File working
modes are available. SCTP can not be used on both Sender and Receiver parts at
the same time.

. Each Receiver connection can be set up according to one of the following five

modes:
Connection # n .
Local Sender p» Remote Receiver
(Absorber mode)
Local Sender Connection #m Remote Receiver
(Absorber File mode)
T
Connection # p

» Remote Receiver

Local Sender

Connection # q

» Remote Receiver

— (Echoer mode?)

Connection #r

Local Sender

» Remote Receiver

Local Sender R ——— (Echoer File mode*)

\
*Those modes are not available with SCTP

Note: We consider that the local machine is used for sending traffic and the remote
one is used for receiving traffic.

= Statistics: for each connection the following statistics parameters are
displayed by the Receiver part and can be saved in a file:

e Sent throughput®

e Received throughput

e Sent packet throughput®

e Received packet throughput

e Sent data volume™®

e Received data volume (volume of data sent by the remote)
e Sent packets

e Received packets (packets sent by the remote)
o Data volume to send®

e Remaining volume (of data to send) V)

e Sequence numbering errors

o Data not echoed®

o Jitter
() These statistics are not available with SCTP protocol.
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Multicast feature

LanTraffic V2 is able to generate and receive Multicast IP traffic (IPv4 and IPv6). The
multicast feature is used for the UDP protocol only.

e Multicast & IPV4: IPv4 addresses from 224.0.0.0 to 239.255.255.255 are
MULTICAST IP addresses. These addresses can be used to generate multicast IP
traffic (define the multicast IP address in the Sender part) or to receive multicast IP
traffic (define the multicast IP address in the Receiver part).

o Multicast & IPv6: IPv6 multicast addresses are defined in "IP Version 6 Addressing
,Q Architecture" [RFC2373].

This defines fixed and variable scope multicast addresses. IPv6 multicast addresses
are distinguished from unicast addresses by the value of the high-order octet of the
addresses: a value of OxFF (binary 11111111) identifies an address as a multicast
address; any other value identifies an address as a unicast address (FE80::/10 are
Link local addresses, FECO0::/10 are Site Local addresses where FF00::/8 are
Multicast addresses).
Multicast addresses from FF01:: through FFOF:: are reserved.
The complete list of Reserved IPv6 multicast addresses can be found in “IPv6
Multicast Address Assignments” [RFC 2375].
The ICMPv6 messages are used to convey |IPv6 Multicast addresses resolution.

Broadcast feature (available with IPv4 only)

LanTraffic V2 is able to generate and receive Broadcast IP traffic (IPv4 only). The
broadcast feature is used for the UDP protocol only.

,Q e Broadcast & IPV4: |IPv4 addresses as 255.255.255.255 or 192.168.0.255 are
BROADCAST IP addresses. These addresses can be used to generate broadcast
IP traffic (define the broadcast IP address in the Sender part). To receive broadcast
IP traffic, specify the unicast IP address of the Sender in the Receiver part.

e Broadcast & IPv6: broadcast does not apply to IPv6.

IP version selection (Windows XP and later)

Please note that LanTraffic V2 supports IPv6 for Windows XP and later versions (i.e.
Server 2003 or Vista) but doesn't support IPv6 for Windows 2000. On Windows XP, IPv6 is
not installed by default: it should be added on the network interface you want to use.
LanTraffic V2 supports the IPv6 numerical address format (128 bits long) as well as
canonical addresses. The IPv6 multicast is available with LanTraffic V2 in accordance to
RFC 2373 where a multicast IPv6 address starts with FF.

With IPv6 the maximum size of the packet to avoid fragmentation is 1440 bytes whereas it
is 1460 bytes in TCP with IPv4.

Interface selection

The interface selection of a LAN card (NIC), a virtual NIC such as an IP tunneling protocol
or a remote access is useful to control the data traffic hardware route. LanTraffic V2 is
able to generate and receive Unicast and Multicast IP traffic on a selected interface, giving
the user a deeper control where data are exchanged and makes multiple routes definition
easier. The interface selection is not available with SCTP.

Statistics values
Statistics values presented by LanTraffic V2 are calculated at the Application level. They
don’t include the protocol header, the IP header nor data link header and/or trailer.
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0.2 The Automation Tool for LanTraffic V2

The add-on software Automation Tool for LanTraffic V2 allows you to edit scenarios, to
carry out scenarios, to set the LanTraffic V2 parameters and to pilot LanTraffic V2
automatically on the same PC.

Automation Tool for LanTraffic V2

QEIEEEEEEEEEEEEEE

Commands
LanTraffic V2
Sender
. Receiver _l_
Instructions -————

! Throughput Graphics
1

A scenario is a succession of commands and instructions.

A command is used to set parameters and/or activate a function of LanTraffic V2.

For example the Sef and Start connection(s) command helps to set parameters for IP
connections and to start the traffic on these connections. With such command you specify
the IP address, port number, protocol, packet size, inter packet delay, duration, etc. and
you start the traffic generation for these connections.

An instruction is used by the Automation Tool to create an internal process. For example,
the Wait Date/Time instruction suspends the scenario execution up to the specified date
and time before to continue.

By using the Automation Tool for LanTraffic V2 you can:

Set automatically the parameters of the LanTraffic V2 software,

Start and stop IP connections based on timers,

Execute the scheduled operations in accordance with your own timing,
Make repetitive tests operations automatically,

Simplify the tests reproduction,

And more...
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PART 1 What’s new in LanTraffic V2 Version 2.6

This part is a general overview of new features and main improvements of LanTraffic V2
version 2.6.

Details regarding features and corrections included in the different versions of LanTraffic
V2 can be found in the version.txt file located in the installation directory (by default:
C:\Program Files\LanTraffic V2). To upgrade your software from previous versions, please
refer to paragraph 2.1.

=

LanTraffic V2 (Version 2.6)

e Supports Windows Vista

e The licensed version of the software uses a USB Software Protection Key. The
USB Software Protection Key is the most flexible way to transfer your license to any
other PC.

e LanTraffic V2 is now able to generate broadcast IP traffic and SCTP flows (RFC
4960)

e A user-defined scale can be now specified in the throughput tab
e Improvements on the general Start/Stop buttons and connections release.

e In the "Traffic Generator Parameters" window: the TOS byte is not available
anymore. It has been replaced by the DSCP field.

e Registry entries are now dispatched in two locations (according to the Microsoft
recommendations for Windows Vista):

o HKEY_LOCAL_MACHINE for the read-only entries
o HKEY_CURRENT_USER for the read/written entries

The contexts created with versions 2.0.12 and higher are reused automatically. When saved,
they become the new 2.6 context file format.

Automation Tool for LanTraffic V2 (Version 1.6)

o Supports Windows Vista

o ICMP and SCTP protocols can be used in the scripts

The scenarios created with older versions are reused automatically. When saved, they become
the new 1.6 scenatrio file format.
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PART 2 Install LanTraffic V2

LanTraffic V2 requires less than 15 MB of free disk-space. The default settings folder is
C:\Program files\LanTraffic V2. The "Automation Tool for LanTraffic V2" add-on
software is automatically installed with LanTraffic V2.

* To run LanTraffic V2 your computer screen resolution must be at least 1024 X 768
& and the DPI setting should be set up with the “Normal size (96 DPI)” value.

* To install LanTraffic V2 for Windows 2000, XP, Windows Server 2003 or Windows

Vista you must log on with the administrator rights.

~ We recommend that you shutdown first your anti-virus application before installing
)J LanTraffic V2. Please note that you should mask the task bar in a 1024x768 screen
resolution, so you get an optimal view of the software interface.

The installation procedure is a standard installation program for Windows 2000, XP, Windows Server
2003 and Windows Vista.

2.1 Forewords when upgrading from previous versions

There is no need to uninstall earlier version of LanTraffic V2 before upgrading to version
2.6. LanTraffic V2 version 2.6 has introduced a new protection using the USB Software
Protection Key. But previous users of LanTraffic V2 can continue using their Site Key
license. When upgrading from a previous version of LanTraffic V2, do not uninstall
the previous version to keep your existing license.

2.2 How to install the software downloaded from the Internet

& To install LanTraffic V2 on Windows 2000, XP, Windows Server 2003 or Windows
Vista, you must log on with the administrator rights.

If you have downloaded LanTraffic V2 trial version from our website, you have
downloaded the “LanTrafficV2.zip” file including the software and the related
documentation. You must first unzip this file in a temporary directory. Then run
LanTrafficV2.msi from this temporary directory to launch the setup procedure.

2.3 How to install the software from the CD-ROM

The installation procedure is a standard installation program.

To install LanTraffic V2 on Windows 2000, XP, Windows Server 2003 or Windows Vista,
A you must log on with your administrator rights.

e First, insert the LanTraffic V2 CD-ROM in your CD-ROM drive.
e Click on “Start”, “Execute” and type “CD wunit>: \LanTrafficV2.msi".
Follow the LanTraffic V2 setup instructions to proceed with the installation.
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2.4 During the installation
Follow the instructions until reaching the LanTraffic V2 package selection window.

i® LanTraffic V2 Bundle (V 2.6.0) Setup E]E|k]

Please select the LanTraffic V2 package to install. - _/,

The LanTraffic V2 package to install depends on the license you own.

{*) LanTraffic V2 Trial

=g
B~ The LanTraffic %2 Trial package iz a fully functional version that iz
= g limited to 15 days uge.

{:} Customers with a Software Protection Key

B’ This package iz designed for customers using the S oftware
%E Protection ey and for the owners of the previous versions of
= & LanTraffic V2.

{:} Customers with a USB Software Protection Key

=]
B~ The LanTraffic ¥2 LUSE Software Pratection Kep package requires
= g a USE Key available from the wersion 2.6 of LanT raffic W2,

Wize [nstallation Wizard [R]

[ < Back " Mest » l [ Cancel

2.4.1 LanTraffic V2 packages in a few words
To use the LanTraffic V2 software, there are 3 license schemes:

The LanTraffic V2 Trial package allows you to use LanTraffic V2 during 15 days
after the first run. When the trial period has expired, the license should be
purchased.

The LanTraffic V2 Software Protection Key package has been designed for
users owning a Software License key and for the users of the previous versions of
LanTraffic V2. It keeps your current installation and files, without additional
requirement.

For new users, the LanTraffic V2 USB Software Protection Key package
requires a USB key with the LanTraffic V2 license. The USB key is provided with
LanTraffic V2 from version 2.6. This package allows the installation of LanTraffic
V2 on several PCs but the only PC able to run LanTraffic V2 is the one having the
USB key plugged in.

As previous users, you may be interested to move to a USB Software Protection
Key: please contact your distributor or ZTI to get more details about the license
migration program (see 3.3 LanTraffic V2 & USB Software Protection Key for
more details).

This software is licensed on a per workstation basis. This means that you will
need to get a separate license for each machine you will run it on. The license
may be a software key (for previous users) or the USB key. Each licensed copy of
the software gets a USB Software Protection key that can be moved from one
installation to the other.

The USB key contains only the license information. The software is
available on a separate CD-ROM.
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2.4.2 Which package should | install?
Depending on your needs, please find here below the package most suitable for you.

24.21 | want to evaluate LanTraffic V2

In that case, choose the “IP Traffic — Test & Measure Trial” package. You will be able to
use LanTraffic V2 during 15 days only.

24.2.2 | already use LanTraffic V2 ...

.if This paragraph is dedicated to the users owning a previous version of LanTraffic
bov2,

2.4.2.2.1 ... and | want to upgrade and keep my permanent license

In that case, choose the “Customers with a Software Protection Key” package. Your
installation will be upgraded and your existing permanent Software Protection Key will be
kept.

2.4.2.2.2 ... and | want to upgrade and use the USB Software Protection Key |
bought

In that case, choose the package “Customers with Software Protection using a USB Key”.
Plug the USB Software Protection Key before launching LanTraffic V2.

2423 | just bought LanTraffic V2 ...

.\‘\ This paragraph is related to the users purchasing LanTraffic V2 version 2.6.

2.4.2.3.1 ... and I chose the Electronic Software Delivery (ESD)

In that case, choose the package “Customers with a Software Protection Key”. When you
launch the software for the first time, press the “Enter” key when the ZTI logo appears.
Then, get the site code and mail it to us with your details and your purchase order
reference at contact@zti-telecom.com. We will send you back the site key enabling your
permanent Software Protection Key. More details about the way to proceed are available
in paragraph “3.2.1 Installation of the Software Protection Key’.

2.4.2.3.2 ... and | received the CDROM & USB Software Protection Key

In that case, choose the package “Customers with Software Protection using a USB Key”.
Plug the USB Software Protection Key before running LanTraffic V2.

2.4.2.3.3 ... and I will receive the CDROM & USB Software Protection Key in a few
days

In that case, choose the package “Customers with a Software Protection Key”. You will get

a fully functional but time-limited Software Protection Key.
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2.5 What has been installed on my computer?

The default settings install LanTraffic V2 in the following directory: C:\Program
Files\LanTraffic V2.

The LanTraffic V2 installation procedure installs the main following files on your hard disk:

LanTrafficV2.exe: program file

LanTraffic V2 User Guide: PDF file.

Read Me First: PDF file

Aut_LTV2.exe: program file (Automation tool)

Automation Tool for LanTraffic V2 User Guide: PDF file

Automation scenario samples and other files required by the software

Viewer.exe: program file installed with the USB Software Protection package
ElevateLanTrafficV2.exe : allows running LanTrafficV2 as administrator (for
Windows Vista only)

Version.txt: text file containing information about the versions.

Start Menu shortcuts created:
Start > Programs > LanTraffic V2

A\

= Automation Tool for LanTrafficV2 (click to run the software)
= Automation Tool for LanTrafficV2 User Guide (PDF file)

= LanTraffic V2 (click to run the software)

= LanTraffic V2 (Run as administrator) (on Windows Vista only)
= LanTrafficV2 User Guide (PDF file)

= Read Me First (PDF file)

If the RPC mechanism is disabled, a message will ask automatically for the system
reboot at the end of the installation. This is mandatory to allow the dialog between the
Automation Tool and LanTraffic V2.
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2.6 How to reinstall another package?

These steps are mandatory for users that want to install a new LanTraffic V2 package on
sy their current LanTraffic V2 V2.6 configuration.

.\‘\ The users having LanTraffic V2 V2.5 or older are not concerned by the following steps.
To upgrade from previous versions, refer to paragraph 2.1 “Forewords when upgrading
from previous versions”

If you have already installed one of the LanTraffic V2 V2.6 packages, you should uninstall

first your current package (get more details at PART 4 Uninstall LanTraffic V2) before
installing a new one. Then click LanTrafficV2.msi and select, in the window below, the new
package you want to install.

i LanTraffic ¥2 Bundle (V 2.6.0) Setup M=

Please select the LanTraffic V2 package to install. . /.
The LanTraffic W2 package to ingtall depends on the license pou awn,

(%) LanTraffic V2 Trial

=)
M~ The LanTraffic %2 Trial package is a fully functional version that i
= & limited to 15 days uze,

O Customers with a Software Protection Key

Protection ey and for the owners of the previous werzions of

%E: Thiz package iz designed for customers uzing the Software
= & LanTraffic W2,

O Customers with a USB Software Protection Key

&
B~ The LanTraffic %2 USB Software Protection Key pack age requires
=" g a USE Key available from the werzion 2.6 of LanT raffic W2,

Wize Installation Ywizard [R)] < Back H T ] [ a—

2.7 How to transfer the software to another computer?

Install the software on the target computer. You don’t need to do any particular operation
with the “Customers with Software Protection using a USB Key” and “LanTraffic V2 Trial”
packages.

With LanTraffic V2 & USB Software Protection Key, you do need to plug the USB key
before running the software on the target computer.

With the package “Customers with a Software Protection Key”, install the software on the
target computer and refer to the paragraph “3.2.2 Software License Transfers” to know
how to transfer the Software Protection Key.
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PART 3 How to handle your license
3.1 LanTraffic V2 Trial

You don’t require any license to install the LanTraffic V2 Trial package. After the first run
of LanTraffic V2, the LanTraffic V2 Trial package can be used during 15 days.

3.1.1 LanTraffic V2 License Information window
When you run LanTraffic V2, the information about your trial license is displayed, as

shown below.

You are using a trial verzion of LanTraffic ¥2 expiring in 15 days.

To get more details about LanTraffic ¥2 or to get an unlimited
licensze. please:

- S5end ug an email with pour detailz at contacti@zti-telecom. com
- Or call on +33 2 9648 4343 (GMT+01:00).

(]S

You are now able to use LanTraffic V2 during the next 15 days.

3.1.2 End of the fifteen-day trial period
Once the trial period is finished, you are not allowed to use LanTraffic V2 anymore, as

shown below:

=

Thank you for using our software!
Your trial license has expired.
To get more detailz about LanTraffic ¥2 or to get an unlimited

license, please:

- Send us an email with your details at contacti@zti-telecom. com
- Or call on +33 2 9648 4343 [GMT+01:00).

Ok

When you press the OK button, LanTraffic V2 will stop running. To continue to use
LanTraffic V2 please contact you local distributor or ZTI to get a license.
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3.2 LanTraffic V2 & Software Protection Key

@ The section 3.2.1 is relevant only for users that got the Software Protection Key.

Licensed users of LanTraffic V2 that are already using the Software Protection Key
should not need to refer to the section 3.2.1. To transfer the owned Software Protection
Key to another PC or to another directory, please go directly to section 3.2.2.

3.2.1 Installation of the Software Protection Key

This software is licensed on a per workstation basis. This means that you will need

to get a separate license for each machine you will install it on. Each licensed copy

.if of the software installed on a system has a unique Site Code that requires a

¥ corresponding unique Site Key to work. A period of 15 days is automatically

enabled at the first installation of the software. If you try to install the software
again, the Software Protection Key will disable the trial period.

If you want to configure your Software Protection Key before the trial period ends, press
Enter just after launching the LanTraffic V2 when the following message is displayed:

15 |:|-E|_|,I:E: left out of 15

Press the <Enter> key to configure your licenze.

Then, you will see the following Software License configuration window:

Under Windows Vista, you must have the administrator rights to be able to
use the Software Protection Key. Launch LanTraffic V2 by clicking on
“LanTraffic V2 (Run as administrator)” shortcut.

% LanTraffic ¥2 - License Configuration Q|§|g|

Program License Help

Qu%ﬁ 15 days left aut of 15

Site Code: D540 9DAD ADA3 78EF DB

Site Keyw |

To get an authorization to use this program on this machine,
please email your company's name, your name and the Site
Code to;

Tl

Phone: +33 2 96 48 43 43

Fax: +332 96 48 14 85

Ermail:  contacti@zti-telecorm com

Tomove a licenze to anather directory or computer, you can use the
"License" menu at the top of this dialog.
You can bring up this configuration dislog when the program stads by W
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configuration window appears, but saying “Program not authorized” instead of showing

W At the end of the trial period when you launch LanTraffic V2, the same software license
the remaining days of use.

% LanTraffic V2 - License Configuration EH§|E|

Program  License  Help

ﬁ%ﬂ Program nok authorized

Site Code; DDERATBC ADBE 14FE 29

Site Fey: |

To get an authorization to use this program an this machine, »
please email your company's name, your name and the Site
Code to:

Tl

Phone: +33 2 96 48 43 43

Fax: +33 296 48 14 85

Email:  contact@@zti-telecam. com

To move a license to anather directory or computer, you can use the
"Licenze" menu at the top of this dialog.
“ou can bring up this configuration dislog when the program starts by w

To get the Site Key and obtain an unlimited version, please send an email to contact@zti-
telecom.com or contact@zti.fr with the following information:

a. The Site Code (you can copy and paste the Site Code displayed in the
license window)

b. The name of the software: LanTraffic V2

C. The OS used

d. Your details

e. The purchase order's number and date of purchase

We will then email you the Site Key. You can now close the license's window.

After you have received the email with the Site Key, open the Software License
configuration window again by pressing the Enter key as explained before. Copy the Site
Key in and then click "Validate". After validation of the Site Key, you will get the following
message:

Congratulations!

i You are now licensed to run this software.
Press OK to continue or Cancel if you want to run your software later,

Cancel

= Important: one Site Code is associated with one Site Key, and only one. A Site
Code is unique for each PC installed. For security reasons, as soon as you validate
a Site Key (trial or unlimited), the Software License program generates a new Site
Code automatically.
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= For any question or further information, please contact our technical support:

Email: support@zti-telecom.com or support@zti.fr
Phone: +33 2 9648 4343
Fax: +33 2 9648 1485

When you launch LanTraffic V2 with an unlimited software License, you will see the
following window:

\J

Unlimited license

Press the <Enter> key to configure your licensze.
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3.2.2 Software License Transfers

A Software License transfer is not a duplication of any type.
Please contact ZTl or your authorized distributor for site software license
information and for several software licenses purchase.

Software Licenses can be transferred using one of the following methods:

= Direct transfer: move the Software License to another directory of the same PC or between
two PCs linked to the same network.

= Transfer by media: move the Software License from a source PC to a target PC by using a
floppy disk or USB key.

3.2.3 Direct Transfer: move the Software License from one local
directory to another
This transfer mechanism must be used to move a Software License in two cases:

- From a source to a target directory of the same PC
- From a source to a target directory of networked PCs

e First, copy the program (copy the LanTraffic V2 folder) to the target directory.
For example from “C:\Program Files\LanTraffic V2" to “C:\Temp\LanTraffic V2"

e Then run the program from its original directory (from “C:\Program Files\LanTraffic V2”).
When the license configuration window appears, press Enter and select “License >
Transfer to directory ...” in the License menu as shown below:

% LanTraffic V2 - License Configuration g|§|@

Prograrn &=

il Transfer ouk to another computer, ..

o Walidate
¢ FKillicense

To get an autharization to use this program on this machine,
please email your campany's name, your name and the Site
Code ta:

Il
FPhone: +33 296 45 43 43
Fax: +33296481485

Email: contact@zti-telecom.com

To move a license to ancther directory or computer, vou can use the
"License" menu at the top of thizs dialog.
You can bring up thiz configuration dialog when the program starts by W

e Provide the path name of the target program (for example C:\Program Files\LanTraffic
V2\LanTrafficV2.exe).
The Software License is now transferred to the new directory.

© ZT1 1997-2008 Page 19/35



LanTraffic V2 PART 3 How to handle your license

3.2.4 Transfer by Media (floppy disk or USB key) from a source PC to a
target PC

,Q A floppy disk or USB key is needed for this kind of transfer.

To transfer the Software License from the source PC (PC #1) to the target PC (PC #2),
proceed as described in the following order:

1) First install the program on the target PC (PC #2).

2) Run the software on PC # 2 and Kill the trial Software License in order to get an
unauthorized license on this PC.

If the "Transfer in from another computer ..." item of the license menu is disabled, you
must kill the license.

3.24.1 How to kill the Software License?

When the Software License configuration window appears, press Enter and select
“License > Kill license” in the license menu.

r% LanTraffic V2 - License Configuration E]|E|@

Prograrn NEEEEE Help

u? Transfer to directory, .,
(B
= I

i Transfer out to another computer. ..

— Walidate
Kill license

To get an authorization to use this program on this machine,
please email your company's name, your name and the Site
Code to:

|

Phone: +33 2 95 48 43 43

Fax: +33 2596 48 14 85

Ernail:  contact@zti-telecom. corm

To move a license to another directory or computer, vou can use the
"License" menu st the top of this dialog.
ou can bring up this configuration dialog when the program starts by v

A message box will appear:

Kill License

.\:{,I Are you zure you want to delete your current licenze’?

Warning
After deleting pour licenze, pou will need to purchase a new licenze to
cantinue wzing this pragrarm.

ez
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Press 'Yes' to kill the Software License and a confirmation code is displayed:

Kill License X

Your kill confirmation code iz

|FDEIE CaaF 7445 DE5E FDAT F771 B4

‘You zhould write dowen thiz number in caze you need to
prove that the licenze was actually deleted.

Click 'OK' and the license window displays now "Program not authorized":

% LanTraffic V2 - License Configuration |Z||E|r5__(|

Program License Help

5%} Pragram not authorized

Site Code: DDESATBC ADBS 14F8 29

Site Key: |

Ta get an authorization to use this program on this machine,
please email your company's name, your name and the Site
Code to:

£l

FPhone: +33 2 96 48 43 43

Fax: +33 296 45 14 85

Ermail: contact@zti-telecom.com

To move a licenze to another directory or computer, vou can uze the
"License" menu st the top of this dislog.
You can bring up this configuration dialog wwhen the program starts by e

3) Select “License > Transfer in from another computer ...” from in the Software License
menu:

% LanTraffic V2 - License Configuration |Z||§|g|
Program AT N Help

TransFer in from another computet. ..

Sil
s

To get an authorization to use this program on this machine, #

please email your company's name, your name and the Site
Code ta:

|
Phone: +33 2 95 43 43 43
Fax: +332596451485

Email: contact@zti-telecom.com

To move alicense to another directory or computer, you can uze the
"License" menu at the top of this dialog.
“ou can bring up this configuration dialog when the program starts by

|
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The "Transfer License In (Step 1 of 3)" window is displayed:

Transfer, License In (Step 1 of 3)

Transfer In enables vou to transfer a licenze to this program from
a licenszed copy on anather computer.

For thiz process you will need 1 floppy disk and access to a
licenzed copy of thiz program on anather computer.

Ihzert a floppy dizk into your computer's “A" drive and press
"Mest' at the baottom of this dialog bos.

If you are using a drive ather than drive "A", enter itz path here:

|f-\:'\ Erowse...

Cancel ‘

4) Insert a floppy disk or use a USB key as requested in step 1 of 3 and specify the path.
Then press “Next >”: the "Transfer License In (Step 2 of 3)" window is displayed:

Transfer License In (Step 2 of 3)

Mow the licenze needs to be copied to the floppy disk:

1. Remaove the Hoppy dizk and take it to the complter with
the licensed copy of thiz program.

2. Run the licensed copy of this program and select
"Transfer Out",

3. Bring the dizk back ta this computer and press "Mest",

If there iz a significant delay between transfers [for example, you
are moving a licenze from your work, computer to your home
computer], you can zuzpend the transter proces: and continue
later :

Continue Transter Later |

Cancel |
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5) Go to the source PC (PC #1) and insert the media (floppy disk or USB key). Then start
the program on PC #1. When the license configuration window appears, press Enter and
select “License > Transfer out to another computer ...” as shown below:

% LanTraffic V2 - License Configuration |Z||§|[X|

o Walidate
¢ Killicense

To get an authorization to use this program an this machine,
please email your company's name, your name and the Site
Cade ta:

il

Phone: +33 296 43 43 43

Fan: +33 2965 458 14 85

Email: contact@zti-telecom. corm

To move a licenze to another directory or computer, you can use the
"Licenze" menu at the top of thiz dialog.
“ou can bring up thiz configuration dialog when the program starts by L'

The following window is displayed:

Transfer License Out [5tep 1 of 2)

Tranzfer Dut enables vou to transfer a license from this program
ta an urlicensed copy on anather computker.

To begin, run the unlicensed copy on the remote computer,
gelect "'Transfer License In"', and follow the inztructions on the
SCIEER.,

When you are ready, inzert the tranzsfer loppy disk. into you
computer's "A" drive and pressz "Meat'".

|f o are wzing a drive other than drive “A", enter itz path here:

Ak Erowsze. ..

| MHext > | Cancel |

Input the media path (floppy disk or USB key) and then press "Next >".

When the license is put on the media, you get the “Program not authorized” message:
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% LanTraffic ¥2 - License Configuration

Program License Help

ﬁ%ﬂ Program not authorized

Site Code: DDES ATBC ADSS 1AFS 29

o)X

To get an authorization to use this program on this machine, 4
please email your company's name, your name and the Site
Code to:

Phone: +33 2 96 48 43 43
+33 296 48 14 85
contactiE@zti-telecorm. corn

To move & license to anather directory or computer, you can use the
"License" menu &t the top of this dialog.
“ou can bring up thiz configuration dialog when the program starts by v

You can check that the license is not available anymore on the source PC since the
.\‘\ LanTraffic V2 software license is on a workstation basis. Contact us to get information on
site license (contact@zti.fr or contact@zti-telecom.com).

6) Remove the media from PC #1 and return to PC #2.
Click the 'Next' button on the step 2 of 3 of the “Transfer license in” window (on PC #2) to

complete the transfer.

The unlimited Software License key is now transferred from the source PC to the target
PC, and you get the following message:

Transfer License In (Step 3 of 3)

Conaratulations
The licenze haz been successfully transfered.

Prezz "Finizh' to continue.

Click Finish to continue.

3.3 LanTraffic V2 & USB Software Protection Key

The USB Software Protection Key is the most flexible way to transfer your license to any
other PC. Plug it in the computer you want to use LanTraffic V2 on.

If you are a user of a previous version of LanTraffic V2 (version 2.5 and under) change
for more flexibility to a USB Software Protection Key by contacting the Sales Offices
(sales@zti-telecom.com) and get some information about how to exchange your Site Key

to a USB Software Protection key.
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PART 4 Uninstall LanTraffic V2

4.1 Uninstall LanTraffic V2 using the Control Panel

4.1.1 Uninstall LanTraffic V2 from Windows 2000, XP or Server 2003

To uninstall LanTraffic V2 select “Start > Control Panel” on Windows XP and Server 2003
or select "Start > Settings > Control Panel" on Windows 2000.

B Control Panel

File  Edit Wiew Favorites Tools Help i
€ > I? /t ! Search 'l . Folders B ¥ x n i

address |G cortral Panel ¥ B
Mame = COMmments -

&Accessibility Options Adjust your comput...

€ add Hardware Installs and trouble, ..

| add or R Install or remove pr...

A adrministrative Took Configure administr. ..

) 2dobe Gamma Etalonner le manite. ..

QAutomatic Updates Set up Windows ta ...

Bluetooth Configuration Allows you to config...

@Courner Profils Microsoft Ou...

;}’Date and Time Set the date, time, ...

§~Display Change the appear. ..

\EFalder Options Customize the displ. ..

EhFants Add, change, and ...

B Game Controllers Add, remove, and c...

ylnternet Crptions Configure your Inte...

@mKeybaard Customize yaur key...

yMause Cuskomize your mo. .,

@,Netwmrk Connections Connects ko other c...

’iﬂ Metwork Setup Wizard Launch the Metwark...

B.,Phone and Modem Options Configure yaur tele. ..

@Purtable Media Devices ‘Wiew the portable m.., I

FaPower Options Configure energy-s...

C\.‘gPrinters and Faxes Shows installed prin...

5Program Updates InstallShield Update...

9 Regional and Language Options Customize sektings ...

r:_"pScannzars and Cameras Add, remove, and c...

IﬂSchEduled Tasks Schedule computer ...

@ Security Center Wigw yaur c.kllrrent S )

When the Control Panel window is open, click on the "Add or Remove Programs" icon has
shown on the figure here above. Select in the list LanTraffic V2 displayed in the window
below and click on Remove. LanTraffic V2 is now removed from your computer.

# Add or, Remove Programs

i
Currently installed programs: [ show updates Sork by

Change or bt - e e
Remove : : - N ==
Pragrams <#. Gtk+ Runtime Environment 2,6,10-rcl Size 54, 69ME
e gtkmm Runtime Environment 2,6 Size 34.69ME
% ﬁl Hoo WinTail v3.4 build 609 Size 3.63ME
Add MNew H Icon Extrackor Package Yersion 1,1 Size 0.72MB
Programs
#2 Tmage Edior Size 10, 24ME
B8 Intel{R) PRO Metwork Connections Drivers
Add{Remave -.f:';. IP Traffic - Test & Measure Size 17.06ME
Windows =
Components 3 Java EE 5 Tools Bundle Update 2 Size 191.00ME

g{ LanTraffic ¥2

@

Set Program
Access and

Defaults 0 remo s program from your computer,

() LiveUpdate 3.1 (Symantec Corporation) Size 3.19ME

% Micrasoft .MET Framewark 1.1
5 Microsoft . MET Framework 1,1 Hotfix (KBS36903)

q Microsoft Office 2000 SR-1 Premium Size §22.00MB
5 Microsoft SDK Update February 2003 (5.2.3790.0) Size £59,00ME
& Mirrneoft Miznal Shudin A 0 Frkerorize Fditinn Sime 1 ECN NNme \_'

© ZT1 1997-2008 Page 25/35



LanTraffic V2 PART 4 Uninstall LanTraffic V2

4.1.2 Uninstall LanTraffic V2 from Windows Vista
To uninstall LanTraffic V2 select “Start > Control Panel”.

mr[ aE 2

Category

L& )

Internet  iSCSlInitiator  Keyboard
Options

/ 3 m =

Penand  People Near Performance Personaliz...
Input Devices Me Informatio...

@ =
L (=

Regicnal and Scanners and
Language.. Cameras

Name

Mouse

Problem
Reports a... ian

Netwerk and
Sharing Ce...

0ODBC

s ¥

Phone and
Modem ...

Power
Options

®
Security
Center

Sound

i; ! _| Uninstall or change programs on your computer, E

Tablet PC  Taskbar and
Settings Start Menu

e y
Windows Windows Windows Windows
Anytim... CardSpace  Defender Firewall

Sync Center System

User
Accounts

Q;J

Windows
SideShow

Windows
Sidebar ...

T w8 )

Offline Files

Printers

8
i

Speech
Recogniti...

w

Welcome
Center

Windows
Update

When the Control Panel window is open, click on the "Programs and Features" icon has
shown on the figure here above. Select in the list LanTraffic V2 displayed in the window
below and click on Uninstall located in bar above the programs list. LanTraffic V2 is now
removed from your computer.

T Uninstall or change a program

View installed updates

_ . To uninstall a program, select it from the list and then click "Uninstall”, "Change", or "Repair”,
Get new programs online at
Windows Marketplace

@

Vi ik Organize ~ = \ﬁews. - |E$ Uninstall |

(digital locker) Name Publisher Installed | * |
¥ Tumn Windows features on or [ Adobe Flash Player 9 ActiveX Adobe Systems 30/01/20
off ¥ adobe Reader8 Adobe Systems Incorporated 29/01/20(
[ Application Verifier 3.2 Microseft Corporation 01/02/20(

Belkin Bluetooth Software WIDCOMM, Inc. 03/05/200
¥ Explorer Suite NTCore 26/04/200 =
B8 Intel(R) PRO Network Connections Drivers 27/04720(
{8l LanTraffic V2 Z1 10/05/20(
) Logo Testing Tools for Windows Microseft Corporation 26/04/20(

ﬁ! Microsoft Document Explorer 2005
E Microsoft FxCop1.35
O3 Microsoft Office Word Viewer 2003

Microsoft Corporation 26/04/20(
26/04/200—

13/02/20€

Microsoft Corporation
Microsoft Corporation

"« Microsoft Product Identification Tool Microseft Corporation 27/04/200
|| Microsoft SDK Update February 2003 (5.2.3790.0) 29/01/200
Microsoft Visual Studio 6.0 Enterprise Edition 29/01/200
[ Microsoft Web Publishing Wizard 1.53 29017200

| I Microsoft Windows Software Develooment Kit (6000....  Microsoft Corporation | 26/04/200 7
4 1 3

Publisher: ZTI
Size: 152 MB

%@ LanTraffic V2

4.2 Uninstall LanTraffic V2 using the MSI file

Run LanTrafficV2.msi to launch the uninstaller and follow the instructions on the screen.

Comments: You can contact the support at support@zti-telecom.com
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PART 5 LanTraffic V2 Getting Started

() Anti-virus or firewall applications may disrupt LanTraffic V2 when sending or receiving
data. Please set up your security software before using LanTraffic V2 (see PART 6 and
PART 7).

New users can use this help as an introduction to LanTraffic V2 and generate or receive
TCP and UDP data with the IPv4 protocol in a few clicks. Just after launching LanTraffic
V2, the Getting Started Window is displayed:

LanTraffic V2 - Getting Started (IPv4)

Getting Started will assist you for your first use with LanTraffic v2

Would you like to use this help?

Ma |

[~ Dont show this window nesxt time.

Press No if you don't want to use this help.
Press Yes, the next window will ask you if you want to use 1 or 2 PCs:

LanTraffic V2 - Getting Started (IPv4) - Step 1/3

How to generate the traffic?
t« luse only one PC {Sender and Receiver)

~ lusetwo PCs. One generates the traffic (Sender) and the other
one receives the traffic (Receiver)

| Mext Step = | Quit

Depending on your choice to use 1 or 2 PCs, the plan below shows the steps:

e S

1 PG owith LanTraffic W2
PC #1 with LanTraffic V2
PC 2 with LanTraffic V2

The traffic is sent and

red on th PC
received on the same STEP 2 #7

Set PC # 2 as Receiver

4 STEF 2
SetPC# 1 as Sender

v( STEP3
l Ganerate Traffic

Zenerate Traffic

Receive Traffic
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For the use of 1 PC

The following window is displayed.

LanTraffic ¥2 - Getting Started (IPv4) - 5tep 3/3

IPyd Address:

Port Murmber:

In arder to help you to use LanTraffic %2, this assistant is going to generate traffic using two connections.
The first one will use TCP protocol and the second one will use UOP protocol.

The data are generated fraom the Sender to the Receiver of LanTraffic %2 on your PC.

LanTraffic ¥2

SENDER |=—;

RECEIVER

y Data

For this configuration, the IPwd address and port number used are specified as follows

Eea

< Back

To start the Sender and the Receiver, click on the "Generate Traffic” button.

‘ | Generate Traffic Cluit

Then press the "Generate traffic" button to continue. The "Sender — Traffic + Statistics" tab
of LanTraffic V2 will display the two first active connections as shown on the following

window:

% | anTraffic V2

Eile Configuration  File Downloading Automation Tool  Help

Connection #01
Connection #02
Connection #03
Connection #04
Connection #05
Connection #06
Connection #07
Connection #08
Connection #09
Connection #10
Connection #11
Connection #12
Connection #13
Connection #14
Connection #15
Connection #16

Sender- Parameters  Sender - Traffic + Statistics

Destination Parameters

IP Address or Host Name Port

NO_ADDRESS
NO_ADDRESS
NO_ADDRESS
NO_ADDRESS
NO_ADDRESS
NO_ADDRESS
NO_ADDRESS
NO_ADDRESS
NO_ADDRESS
NO_ADDRESS
NO_ADDRESS
NO_ADDRESS
NO_ADDRESS
NO_ADDRESS

2009
2008
2009
2008
2009
2009
2009
2009
2009
2008
2009
2008
2009
2009

Export Statistics into a File

Export is disabled

Receiver - Traffic + Statistics | Throughput Graphics

Statistics (based on application data) - £ Unitary Mode
Tx T T Rx Rx Rx
Throughput Volume Packets Throughput Volume Packets Jitter
205Kbis  516KB 362p  0.00bis 08 0p  NiA Stop #01
103Kbis 258 KB 181p  0.00bis 0B 0p  NiA Stop #02

Stop All
Connections

EEEEEEEEEREEE

Choose Columns] Re 4 I

Sender Stalistics (based on application data)

Active Connections 2 (TCP Connections: 1 - UDP Connections: 1) b Active Connections 2 (TCP Connections: 1-UDP Connections: 1)
Total Sending Throughput | 308 Kbis Total Receiving Throughput | 0.00 b/s Stop Sender Total Sending Throughput | 0.00 bis Total Receiving Throughput | 208 Kbis
and Receiver

Receiver Statistics (based on application data)

© ZT1 1997-2008

Page 28/35



LanTraffic V2 PART 5 LanTraffic V2 Getting Started

For the use of 2 PCs

If you select the option: | use two PCs, read the following instructions. LanTraffic V2 must

be installed on the two PCs.

LanTraffic V2 - Getting Started (IPv4) - Step 1/3

How to generate the traffic?
~ luse only one PC (Sender and Receiver)
& lusetwo FCs. One generates the traffic (Sender) and the other
ane receives the traffic (Receiver)
*Mote: If you choose this configuration, proceed as follows.
a) Install LanTraffic V2 software on the two PCs

) With Getting Started, set up your first PC as traffic Sender
c) With Getting Started, set up your second PC as traffic Receiver

‘ Next Step = Quit ‘

Press "Next Step >" to continue.

LanTraffic V2 - Getting Started (IPv4) - Step 2/3

What do you want to do with LanTraffic V2 on this PC?
(+ Generate traffic (Sender)?

" Receive traffic (Receiver)?

| = Back | | Next Step > | Quit ‘

Then choose if you want to generate or receive the traffic on this PC. If you select

"Generate traffic" the following window will appear:

LanTraffic V2 - Getting Started (IPv4) - Step 3/3

In order to help you to use LanTraffic V2, this assistant is going to generate traffic using two connections.
The first one will use TCP protocol and the second one will use UDP protocol.

The data are generated by the Sender of the LanTraffic W2 based on the PC #1 and are received by the
Receiver of the LanTraffic V2 based on the PC #2.

Lan Traffic ¥2 LanTraffic ¥2
PC #1 PC #2
SENDER | - Sender
D ata

Receiver i | RECEIVER

For this configuration, you should set up the IPv4 destination address and port number to the PC #2

x

IPv4 Destination Address: | [EESEIEN

Port Number: 2009 (the value should be between 1 and 65535)

*You can specify an IPvd Address respecting the standard format (ex: 192.168.0.1) or use a host name
(ex: myremotepc. myserver, ).
** Set up the same port number that you have specified on the PC chosen as traffic Receiver.

To start the Sender, click an the "Generate Traffic” button.

‘ < Back |‘ Generate Traffic | Quit

Define the IPv4 address and port number to use. Then press the "Generate traffic" button

and a warning dialog is displayed:
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LanTraffic V2 - Getting Started (IPv4) X

- | } Did you set up and start the LanTraffic V2 Receiver on PC #27

LanTraffic V2

_. .............. I es .............. HD |

Before generating traffic towards PC # 2, the PC # 2 must be configured as Receiver.

LanTraffic V2 - Getting Started (IPv4) - Step 2/3

What do you want to do with LanTraffic V2 on this PC?
" Generate traffic {Sender)?
* Receive traffic (Receiver)?

| < Back | | NextStep> | Quit

Press "Next Step >" to continue on PC # 2.

LanTraffic V2 - Getting Started (IPv4) - Step 3/3

In order to help you to use LanTraffic V2, this assistant is going to receive traffic on two connections. The
first one will use TCP protocol and the second one will use UDP protocol.

The data are generated by the Sender of the LanTraffic V2 based on the PC #1 and are received by the
Receiver of the LanTraffic V2 based on the PC #2.

Lan Traffic ¥ 2 LanTraffic ¥2
2
S
PC #1 PC #2
SENDER. | s, Sender
Data
Receiver i | RECEIVER

Specify the port where LanTraffic V2 should wait the traffic coming from PC #1
Port Number: | 2009 {the value should be between 1 and 65535)*

*Set up the same port number that you have specified on the PC chosen as trafic Sender.

To start the Receiver, click on the "Ready to Receive Traffic” button.

| < Back | Ready to Receive Trafﬁc§| Quit

After pressing the "Ready to Receive Traffic" button, a warning message will appear:

LanTraffic V2 - Getting Started (IPv4)

. | ) Mow, your PC #2 is ready to receive traffic. Please, go to PC #1 to set up and start the LanTraffic V2 Sender.

Press "OK" and the "Receiver — Traffic + Statistics" tab of LanTraffic V2 is displayed on

PC # 2.
Then go to PC # 1 and start the LanTraffic V2 Sender. The "Sender — Traffic + Statistics"

tab of LanTraffic V2 displays now the two first active connections. You have now 2
connections generating traffic from PC #1 to PC # 2.
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PART 6 Run LanTraffic V2

Use the Windows start menu:
Start » All Programs » LanTraffic V2 » Click here.

Under Windows Vista, a new shortcut allows starting LanTraffic V2 with the administrator
A rights (Start > All Programs > LanTraffic V2 > LanTraffic V2 (Run as administrator)). You
must have the administrator rights to be able to use the DSCP field.

Under Windows Vista, you must have the administrator rights to be able to run the
A Software Protection Key. If you installed this package, LanTraffic V2 must be started using
the “LanTraffic V2 (Run as administrator)” shortcut.

After a few seconds and depending on your license, you will get one of the following license
windows:

15 days trial version Software Protection Key version

£}

LanTraffic V2 - License Information

You are using a trial version of LanTraffic ¥2 expiring in 15 days. Unlimited licenze

Prezs the <Enter> key to configure your license.

To get more details about LanTraffic ¥2 or to get an unlimited
license, please:

- Send us an email with your details at contact@zti-telecom.com
- Or call on +33 2 9648 4343 [GMT+01:00).

oK

USB Software Protection Key version

If you use a USB Software Protection Key, there is no window!

With Windows XP Service Pack 2, Windows Server 2003 or Windows Vista, the window
below may appear. This window allows configuring the Windows Firewall settings for
LanTraffic V2. Click on the “Unblock” button to add LanTraffic V2 into the authorized
programs list.

"= Windows Security Alert E|

To help protect your computer. Windows Frewall has blocked
zome features of this program.

Do you want to keep blocking this program?

If-j?l-. Name:  LanTraffic V2 version 2.6.2- May 2008
R
= Publisher: ZTI

| KeepBocking | [  Urblock | [ Ask Me Later

Windows Firewall has blocked this program from accepting connections from the
Intemet or a networc. if you recognize the program or trust the publisher, you can
unblock it. When should | unblock a program?
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PART 7 LanTraffic V2 and Windows Firewall

Anti-virus or firewall applications may disrupt LanTraffic V2 from sending or receiving
7 data. Please set up your security software before using LanTraffic V2.

,C’ Windows Firewall may also disrupt the LanTraffic V2 performances. To get best
performances, you should disable Windows Firewall.

Some anti-virus configurations can stop LanTraffic V2 working because of their security
settings. For commercial anti-virus, please refer to the related documentation to authorize
LanTraffic V2 to work.

7.1 How to authorize TCP and UDP connections with Windows
XP Service Pack 2 and Windows Server 2003

Windows Firewall on Windows XP Service Pack 2 and Windows Server 2003 blocks
incoming network connections except for the authorized programs. To allow LanTraffic V2
receiving incoming TCP or UDP connections, you must add it in the exceptions list of
Windows Firewall by proceeding as follows:

Step1: Open a command prompt window. You should be logged on an account giving the
administrator rights to be able to modify the firewall configuration.

Step 2: type the command line below and press "Enter".
%> netsh firewall add allowedprogram program="C:\Program Files\LanTraffic V2\LanTrafficV2.exe"
name="LanTraffic V2" mode=ENABLE scope=ALL profile=ALL

Make sure that "C:\Program Files\LanTraffic V2\" is the installation directory of LanTraffic
V2. A message of confirmation is returned by netsh if the command is succeeded. If the
path you have specified is invalid, netsh returns an error message close to the following
message: The system cannot find the file specified. In that case, please renew Step 2.

Unlike under Windows Vista, the firewall allows the incoming echo replies and SCTP
7 traffic. You don't need to add a rule to be able to receive ICMPv4/ICMPv6 "echo reply"
messages or to send/receive SCTP data.
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7.2 How to authorize UDP and TCP connections with Windows
Vista

Windows Firewall on Windows Vista blocks incoming and outgoing network connections
except for the authorized programs. By default, all outgoing connections are allowed. But
to authorize LanTraffic V2 receiving incoming connections, you must add it in the
exceptions list of Windows Firewall by proceeding as follows:

Step1: Open a command prompt window with the administrator rights. The administrator
rights are mandatory to set up the firewall configuration. Open the "All Programs /
Accessories" folder and right-click on the "Command Prompt" icon as shown on the figure
below and choose "Run as administrator". A command prompt window is opened.

Windows Meeting Space - ‘

B Windows Movie Maker .

Windows Photo Gallery Standard User
2 Windows Update
. Accessories Documents

4 Calculator

BE Comm Open
23 Conneq R d ctrat
j Notepd un as administrator

{ Paint Open file location
& Remots Scan with Norton Internet Security
5] Run .
I.:_ﬁ Sninoi Pin to Start Menu

nippir i

t Sound Add to Quick Launch
@ Sync Gy Restore previous versions
W Welcon
B Windo Send To 3
B Windoy Cut
3 WordPi o

. Ease of (=

. System Delete

. Tablet | Rename

4 Back Properties

Step 2: type the command line below and press "Enter".
%> netsh firewall add allowedprogram program="C:\Program Files\LanTraffic V2\LanTrafficV2.exe"
name="LanTraffic V2" mode=ENABLE scope=ALL profile=ALL

Make sure that "C:\Program Files\LanTraffic V2\" is the installation directory of LanTraffic
V2. A message of confirmation is returned by netsh if the command is succeeded. If the
path you have specified is invalid, netsh returns an error message close to the following
message: The system cannot find the file specified. In that case, please renew Step 2.

With Windows Vista, the firewall blocks the incoming echo replies and SCTP traffic. You
,O must add a rule to be able to receive ICMPv4/ICMPv6 "echo reply"” messages or to
send/receive SCTP data. Please refer to the paragraphs here after.
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7.3 How to authorize ICMPv4 and ICMPv6 traffic with Windows
Vista

Windows Firewall on Windows Vista blocks incoming ICMPv4 and ICMPv6 "echo reply"
messages. To be able to receive these messages, you must add two new rules by
proceeding as follows:

Step1: Open a command prompt window with the administrator rights. The administrator
rights are mandatory to do the firewall configuration. Open the "All Programs /
Accessories" folder and right-click on the "Command Prompt" icon as shown on the figure
below and choose "Run as administrator". A command prompt window is opened.
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indows Maovie Maker
Windows Photo Gallery Standard User
2 Windows Update
. Accessories Documents

4 Calculator
B Comm
@3 Conned =

s Y Run as administrator
| Notepa

4 Paint

Open
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15/ Run

(ﬁ Snippin

t Sound

@ Sync C Restore previous versions

W Welcon

B Windo Send To 3

B Windoy

[E) Wordp,
. Easeof

Pin to Start Menu
Add to Quick Launch

Cut

Copy

| System Delete
. Tablet| Rename

q Back Properties

Step 2: To create the rule for ICMPv4 echo reply messages, type the command line below

and press "Enter".
%> netsh advfirewall firewall add rule name="Echo Reply ICMPv4 (used by LanTraffic V2)" dir=in
action=allow profile=any localip=any remoteip=any protocol=icmpv4:0,0 interfacetype=any

A message of confirmation is returned by netsh if the command is succeeded.

Step 3: To create the rule for ICMPvV6 echo reply messages, type the command line below

and press "Enter".
%> netsh advfirewall firewall add rule name="Echo Reply ICMPv6 (used by LanTraffic V2)" dir=in
action=allow profile=any localip=any remoteip=any protocol=icmpv6:129,0 interfacetype=any

A message of confirmation is returned by netsh if the command is succeeded.
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7.4 How to authorize SCTP connections with Windows Vista

Windows Firewall on Windows Vista blocks incoming and outgoing SCTP traffic. To be
able to send and receive SCTP data, you must add two new rules by proceeding as
follows:

Step1: Open a command prompt window with the administrator rights. The administrator
rights are mandatory to set up the firewall configuration. Open the "All Programs /
Accessories" folder and right-click on the "Command Prompt" icon as shown on the figure
below and choose "Run as administrator". A command prompt window is opened.
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Step 2: To create the rule for incoming SCTP traffic, type the command line below and

press "Enter".
%> netsh advfirewall firewall add rule name="SCTP (used by LanTraffic V2)" dir=in action=allow
profile=any localip=any remoteip=any protocol=132 interfacetype=any

A message of confirmation is returned by netsh if the command is succeeded.

Step 3: To create the rule for outgoing SCTP traffic, type the command line below and

press "Enter".
%> netsh advfirewall firewall add rule name="SCTP (used by LanTraffic V2)" dir=out action=allow
profile=any localip=any remoteip=any protocol=132 interfacetype=any

A message of confirmation is returned by netsh if the command is succeeded.
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