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Automation Tool for LanTraffic V2

Add-on to automate operations with
LanTraffic V2 software
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The Automation Tool for LanTraffic V2 software allows editing and executing scenarios to control
and set parameters of the LanTraffic V2 software on the same PC.

A scenario is a succession of commands and instructions.

A command is used to set parameters and/or activate a function of the LanTraffic V2 software.
For example the 'Set and Start connection(s)' command helps to set parameters for IP con-
nections and to start the traffic on these connections. With such command, you specify the IP
address, port number, protocol, packet size, inter packet delay, duration... and you start the traf-
fic generation for these connections.

An instruction is used by the Automation Tool to realize an internal process. For example, the
‘Wait Date/Time" instruction suspends the scenario execution up to the specified date and time
before to continue.

By using the Automation Tool for LanTraffic V2, you can perform many tasks:
- set automatically the parameters for the Sender and Receiver

- start and stop IP connections based on timers

- execute the planned operations in accordance with your own timing

- automate the repetitive tests operations

- simplify the tests reproduction
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LOAD CONTEXT: NEW
=1 Scenario1_UDP_PC#A.scn ~ Set and start connection #1 [TCP) for 1 minute (a1t ending stter 1 mirute]
Sender Part SET AND START CONNECTION(S] #01 DESTINATION IPADDRESS remote_PC_B PORT 2009 PROTOCOL TCP MEAN THROUG
Receiver Part - Set and start connection H2 [TCP), wait 1 minute and stop connection
=I- Scenario1_UDP_PC#B.5cn SET AND START CONNECTION(S] #02 DESTINATION IPADDRESS remcte_PC_B PORT 2003 FROTOCOL TCP MEAN THROUG
Sender Part WAIT 00.01:00
Receiver Part STOP CONNECTION(S) 402
= Scenario2_TCP_PC#A.scn (Active Scenario) ~Repeat 2 fimes stating and closing connection #1 (TCP)
Sender Part = REPEAT 2 TIMEIS)
Recaiver Part WAIT 00:00:10 -~ To be sure thal conneclion #] is closed
=I- Scenario2_TCP_PC#B.5cn SET AN T CONNECTION(S) #01 DESTINATION IPAD ole_FC_B PORT 2003 FROTOCOL TCP PACKET SIZE 1
Sender Part WAIT 00,0030
Receiver Part STOP ALL CONNECTIONS
=) Scenario3_16Connections_UDP_PC#A.scn END REPEAT
Sender Part ~ Double click here to insert @ new cammand e or ight-click on the command line to access the edt menu

Receiver Part
= Scenario3_16Cannections_UDP_PC#B.scn
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Receiver Part
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